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Exhaust Hose Reels
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Part No. Drum Width Price

770-075 800mm

770-000 800mm

770-175 800mm

770-100 1000mm

770-275 800mm

770-200 1000mm

770-2212 1200mm

is uncoiled passed the initial holding mechanism, there are two sections in each revolution of the hose reel where
the hose reel will recoil. The hose reel frame is composed of zinc-plated steel.
The drum is made of galavanized steel sheet and the side plates of aluminium.
Exhaust nozzle made of neoprene with clamping device. Exhaust hose is temperature rated up to 200°C.

Part No. Drum Width Price

771-075 800mm

771-000 800mm

771-175 800mm

771-100 1000mm

771-275 800mm

771-200 1000mm

is uncoiled passed the initial holding mechanism, there are two sections in each revolution of the hose reel where
the hose reel will recoil. The hose reel frame is composed of zinc-plated steel.
The drum is made of galavanized steel sheet and the side plates of aluminium.
Exhaust nozzle made of neoprene with clamping device. Exhaust hose is temperature rated up to 200°C.
Flange-Mount Fan Type ATS 12 or Type 16. The fan could be revolved 360° around the reel axle.

The hose reel employs a concentric drive-spring to recoil the exhaust gas hose. It further features a holding
mechanism that prevents the hose from recoiling at least two times per revolution of the hose reel. Once the hose

ARF 125 / 7,5 / 12

ARF 125 / 10,0 / 16

ARF 150 / 7,5 / 16

ARF 150 / 10,0 / 16

ARF 150 / 10,0

ARF 200 / 7,5

mechanism that prevents the hose from recoiling at least two times per revolution of the hose reel. Once the hose

Stationary Spring Hose Reel with flanged Fan Type ARF-V Ø... / L… / F…

The hose reel employs a concentric drive-spring to recoil the exhaust gas hose. It further features a holding

Stationary Spring Hose Reel Type ARF Ø... / L...
Ø = Hose Diameter in mm / L = Hose Length in m

Type Ø / L

ARF 100 / 7,5

ARF 100 / 10,0

ARF 125 / 7,5
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ARF 125 / 10,0

ARF 150 / 7,5

Ø = Hose Diameter in mm / L = Hose Length in m / F = Fan Type

Type Ø / L / F

ARF 100 / 7,5 / 12

ARF 100 / 10,0 / 12

360°
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Part No. Drum Width Price

772-075 800mm

772-000 800mm

772-175 800mm

772-100 1000mm

772-275 800mm

772-200 1000mm

772-212 1200mm

772-215 1500mm

772-2224 1200mm

plates of aluminium. Motorized hose reel feature a compact cylindrical control motor with thermal overload protection
and ajustable limit switches. Pendant switch for control the function: reel UP-DOWN.
Exhaust nozzle made of neoprene with clamping device. Exhaust hose is temperature rated up to 200°C.

Part No. Drum Width Price

773-075 800mm

773-000 800mm

773-175 800mm

773-100 1000mm

773-275 800mm

773-200 1000mm

773-212 1200mm

773-215 1500mm

plates of aluminium. Motorized hose reel feature a compact cylindrical control motor with thermal overload protection
and ajustable limit switches. Pendant switch for control the function: Reel UP-DOWN, Fan ON-OFF
Exhaust nozzle made of neoprene with clamping device. Exhaust hose is temperature rated up to 200°C.
Flange-Mount Fan Type ATS 12 or Type 16. The fan could be revolved 360° around the reel axle.

The hose reel frame is composed of zinc-plated steel. The drum is made of galavanized steel sheet and the side

Stationary Motorized Hose Reel with flanged Fan Type ARE-V Ø... / L… / F…
Ø = Hose Diameter in mm / L = Hose Length in m / F = Fan Type

The reel rotates via two maintenance-free bushings.

ARE 150 / 10,0 / 16

ARE 150 / 12,5 / 16

ARE 150 / 15,0 / 16

ARE 125 / 7,5 / 12

The reel rotates via two maintenance-free bushings.

ARE 200 / 12,0

Type Ø / L

ARE 100 / 7,5

ARE 150 / 10,0

ARE 150 / 12,5 

ARE 150 / 15,0 

Stationary Motorized Hose Reel Type ARE Ø... / L...
Ø = Hose Diameter in mm / L = Hose Length in m

ARE 150 / 7,5

ARE 100 / 10,0

ARE 125 / 7,5

ARE 125 / 10,0

Type Ø / L / F

ARE 100 / 7,5 / 12

ARE 100 / 10,0 / 12

The hose reel frame is composed of zinc-plated steel. The drum is made of galavanized steel sheet and the side
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ARE 125 / 10,0 / 16

ARE 150 / 7,5 / 16

360°
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Part No. Price
750-005 Automatic Shut-Off Valve Ø160
750-006 Automatic Shut-Off Valve Ø200
730-024 Wall Switch "Hose UP/DOWN"
730-019 Radio Remote Control "Hose UP/DOWN"
999-999 High Temperature Hose rated up to 1100°C
999-999 Nozzle Special Equipment
999-999 Various Type of Controllers

for customized systems
999-999 Crane-STOP Safety Device

for systems / reels installed above the
crane.

999-999 Special Equipment available on request

Type ATS 12 Cast Aluminium Pressure Blowers
max. 1740m³/h, max. 1400Pa

 0,85kW - 1,9A - IP54

Type ATS 16 Cast Aluminium Pressure Blowers
max. 2220m³/h, max. 1600Pa

 1,2kW - 2,65A - IP54

Available Accessories for Hose Reel

Description
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3~  400V  50Hz 

3~  400V  50Hz 

Photo

Technical Data of the flanged Fans
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Technical Specifications

Stationary Spring Hose Reel with flanged Fan

Stationary Motorized Hose Reel with flanged Fan
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Ø11mm Ø11mmØ11mm

A
B
C
D

800
910
990
1400

1000
1110
1190
1600

1200
1310
1390
1800

1400
1510
1590
2000

Fan
ATS12 / ATS16

Exhaust Nozzle
with Clamping Device

Hose: Ø100 - Ø150mm
Hose Length: 7,5 - 15m

Spring operated

Cylindrical drive with integrated gear box, adjustable
limit switches and overload protection.
Power Supply: ~230V / 50Hz; ~110V / 60Hz; ~230V / 60Hz
Torque: 
Speed (r.p.m.):
Power:
Current:

60Nm 80Nm 100Nm 120Nm
12 15 12 12

260W 340W 340W 340W
1,45 A 1,9 A 1,9 A 1,9 A

- Pendant Switch
- Radio Remote Control
- Wall mounted key switch

Exhaust Nozzle
with Clamping Device

Hose: Ø100 - Ø150mm
Hose Length: 7,5 - 15m

Fan
ATS12 / ATS16

A
B
C
D

800
910
990
1400

1000
1110
1190
1600

1200
1310
1390
1800

1400
1510
1590
2000

Reel Drive

Controller
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Technical Specifications

Stationary Spring Hose Reel Type 200 / 12

Stationary Motorized Hose Reel Type ARE 200 / 12
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Ø11mm Ø11mm
Ø11mm

Exhaust Nozzle
with Clamping Device

Hose: Ø200mm
Hose Length: 7,5 - 12m

Spring operated

Ø11mm Ø11mm
Ø11mm

Controller

Reel Drive

Cylindrical drive with integrated gear box, adjustable
limit switches and overload protection.
Power Supply: ~230V / 50Hz; ~110V / 60Hz; ~230V / 60Hz
Torque: 
Speed (r.p.m):
Power:
Current:

100Nm 120Nm
12 12

340W 340W
1,9 A 1,9 A

Exhaust Nozzle
with clamping device

Hose: Ø200mm
Hose Length: 7,5 - 12m

- Pendant Switch
- Radio Remote Control
- Wall mounted key switch
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Technical Specifications

Mobile Spring Hose Reel ARF-W 150 / 12 (on request)

Mobile Motorized Hose Reel ARE-W 150 / 12 (on request)

Trolley

A
B

800
1716

1000
1916

1200
2116

1400
2316

Spring 
operated

Hose: Ø150mm
Hose Length: max. 15m

Exhaust Nozzle
with Clamping Device

Suction Nozzle

Rope with Ring

Shut-Off Valve

Slotted Suction Channel
Type ATS 2000

Current Collector and
Drive Unit

TrolleyBus Bar

A
B

800
1730

1000
1930

1200
2130

1400
2330

Cylindrical drive with integrated gear box, adjustable
limit switches and overload protection.
Power Supply: ~230V / 50Hz; ~110V / 60Hz; ~230V / 60Hz
Torque: 
Speed (r.p.m.):
Power:
Current:

60Nm 80Nm 100Nm 120Nm
12 15 12 12

260W 340W 340W 340W
1,45 A 1,9 A 1,9 A 1,9 A

Reel Drive

Hose: Ø150mm
Hose Length: max. 15m

Exhaust Nozzle
with Clamping Device

Shut-Off Valve

Suction Nozzle

Radio Remote Control
Hose: UP / DOWN 
Trolley: UP / BACK 
(alternative: pendant switch) 

Slotted Suction Channel
Type ATS 2000

Controller
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Technical Specification

Mobile Spring Hose Reel ARF-W 200 / 12 (on request)

Mobile Motorized Hose Reel ARE-W 200 / 12 (on request)

Exhaust Nozzle
with Clamping Device Rope with Ring

Shut-Off Valve

Suction Nozzle

TrolleySlotted Suction Channel
Type ATS 3000

Hose: Ø200mm
Hose Length: max. 12m

Spring
operated

Cylindrical drive with integrated gear box, adjustable
limit switches and overload protection.
Power Supply: ~230V / 50Hz; ~110V / 60Hz; ~230V / 60Hz
Torque: 
Speed (r.p.m.):
Power:
Current:

100Nm 120Nm
12 12

340W 340W
1,9 A 1,9 A

Exhaust Nozzle
with Clamping Device Radio Remote Control

Hose: UP / DOWN 
Trolley: UP / BACK 
(alternative: pendant switch) 

Current Collector and 
Drive Unit

Hose: Ø200mm
Hose Length: max. 12m

Bus Bar

Reel Drive

Shut-Off Valve

Suction Nozzle

TrolleySlotted Suction Channel
Type ATS 3000

Controller
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